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LED LOW BAY ROUND www.etlin-daniels.com

The Etlin-Daniels LED Low Bay LBRA Series offers an energy efficient, aesthetically pleasing slim design fixture solution for new

LO\/\/ B AY RO U N D construction or to replace existing fixtures in retail, commercial and industrial applications. The extruded aluminum construction
provides for excellent thermal management, and the impact-resistant tempered glass lens offers wide, glare free illumination.
Mounting options include either suspension or wall-mount brackets, and a 60° prismatic reflector option is available for a more
controlled beam pattern. For further energy savings, take advantage of the 0-10V Continuous Dimming.

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION VOLTAGE LUMENS BOX QTY
LBRA-60U40-CW-WH LED Lowbay Round Architectural 60 | 4000K ]2%[7]\, 0-10v | 6900LM %;3 fN%LOE%( 4
LBRA-60U50-CW-WH LED Lowbay Round Architectural 60 | 5000K 12%[7]\/ 0-10v | 6900LM g?’g fN%II-IOEé 4
LBRA-WM-WH ‘ Wall Mount Bracket for LBRA Series Lowbay 8
LBRA-60D-PMRF &, = ) 60 Degree Transparent PMMA Reflector for LBRA Series Lowbay 5
.
HBRA-APT-34M10-WH 3/4” NPT to M10 Reducer Adapt for HBRA Series Highbay 80
HBRA-CH-2M Suspension Chain for HBRA Series - 2 Meters 20

ETLIN-DANIELS CONTACT US AT: 416-741-7336




LED HIGH BAY ROUND www.etlin-daniels.com

The Etlin-Daniels LED High Bay HBRA Series offers an energy efficient, aesthetically pleasing slim design fixture solution for new

H | G |_| B AY R O U N D construction or to replace existing fixtures in retail, commercial and industrial applications. The extruded aluminum construction
provides for excellent thermal management, and the impact-resistant tempered glass lens offers wide, glare free illumination.
Mounting options include either suspension or wall-mount brackets, 90° prismatic lens, and either aluminum or prismatic options
in 60° reflectors. For further energy savings, take advantage of the 0-10V Continuous Dimming.

R NUNEER IMAGES DESCRIPTION VOLTAGE LUMENS i
HBRA-100U40-CW.WH L Hightay Round Acitectural | 97| 4000K | 120. | 0-10v | 27w | SEXEEX | )
HBRA-100US0-CW-WH L Hightay Round Acitectural | 100 | 5000K | 120. | 0-10v | 13200 | SEXEEX | 2
HBRA-160U40-CH.NH iy L Hightay Round Acitectural | 158 | 4000K | 120. | 0-10v |20300M | SZXEEX | 2
HBRA-160340-CW-WH 3) LED Highbay Round Architectural | 160 | 4000K | 347V | 0-10v | 18.400lM | '221XB8X | o
HBRA-160US50-CW-WH o > LED Highbay Round Architectural | 160 | 5000K ‘2%[7’\, 0-10v | 20700LM | BAXESX | 5
HBRA-160350-CW-WH LED Highbay Round Architectural | 160 | 5000K | 347V | 0-10v | 18.400im | 2IXBEX 9

HBRA-WM-WH Wall Mount Bracket for HBRA Series Highbay 8

HBRA-90D-PMLN 90 Degree Prismatic Lens for HBRA Series Highbay 10
HBRA-60D-ALRF-WH 60 Degree Aluminum Reflector for HBRA Series Highbay 4
HBRA-60D-PMRF ‘ ‘f' \ 60 Degree Prismatic Reflector for HBRA Series Highbay 3
HBRA-APT-34M10-WH 3/4” NPT to M10 Reducer Adapt for HBRA Series Highbay 80
HBRA-CH-2M Suspension Chain for HBRA Series - 2 Meters 20

ETLIN-DANIELS CONTACT US AT: 416-741-7336 2




LED HIGH BAY www.etlin-daniels.com

The Etlin-Daniels HBL2 & HBL4 LED High Bay Series offer excellent, glare free illumination in compact designs. The HBL2, at just 2 feet

|_| N EAR H | G |_| B AY in length, and the HBL4, at just 4" in length, provide an energy efficient solution for new construction or to replace inefficient fixtures in
retail, commercial, industrial and sports facilities. Mounting options include V-Hook and chain or pendant center box hardware, and, in
applications where protecting the fixture from airborne objects is required, wire guards are available. For further energy savings, take
advantage of the 0-10V Continuous Dimming.

AR NUNBER IMAGES DESCRIPTION VOLTAGE LUMENS BT

HBL2-110U40-WH ~ L inar ightay-2 FostedLens | 110 | 4000K | 320 | 0-10v | 122820 | ZSRESK | g

HBL2-110U50-WH LED Liner ightay -2 Frostedlens | 110 | 5000K | 22 | 0-10v [ 13750LM | ZEREZEX | 4

HBL2-160U40-WH > L inar ightay-2 FostedLens | 160 | 4000K | 120 | 0-10v | 18520 | ZSRESK | g

HBL2-160U50-WH L Linar ightay-2 FustedLens | 160 | 5000K | 129 | 0-10v [ 19280m | ZSXEZ8X | g
:

HBLAZ20040WH | \ L inear ighhay-4 FrostedLens | 220 | 4000K | 120 | 0-10V [26,665LM | $aimes | 1

ETLIN-DANIELS CONTACT US AT: 416-741-7336 3




LED HIGH BAYS LINEAR

www.etlin-daniels.com

The Etlin-Daniels HBL2 & HBL4 LED High Bay Series offer excellent, glare free illumination in compact designs. The HBL2, at just 2 feet
in length, and the HBL4, at just 4’ in length, provide an energy efficient solution for new construction or to replace inefficient fixtures in
retail, commercial, industrial and sports facilities. Mounting options include V-Hook and chain or pendant center box hardware, and, in
applications where protecting the fixture from airborne objects is required, wire guards are available. For further energy savings, take
advantage of the 0-10V Continuous Dimming.

LINEAR HIGH BAY
ACCESSORIES

ETLIN-DANIELS COMPATIBLE MASTERS
PART NUMBER WITH IMAGES DESCRIPTION BOX QTY
HBL2-WG-126-WH HBL2-110 Series Wire Guard White for HBL2-110 Series 6
HBL2-WG-173-WH HBL2-160 Series Wire Guard White for HBL2-160 /162 Series 6
HBL4-WG-220-WH HBL4-220 Series Wire Guard White for HBL4-220 / 223 Series 6
HBL-VHOOK-1 #Elllelz%ss‘gr'ﬁfs < V-Hook for HBL2-10 Series & HBL4-220 Series 200
HBL-VHOOK-2 HBL2-160 Series - < V-Hook for HBL2-160 Series 200
HBL2-110 Series
HBL-CH HBLZ-;% geries Chain for HBL2-110 & 160 / HBL4-220 6
HBL4- eries ~
e
- eries . P Center Box - 20GUA for Pendant Mounting
HBL-CB-20GUA Hgllﬂ% sseri_es — HBL2110 & 160 / HBL4-220 50
-220 Series

ETLIN-DANIELS

CONTACT US AT: 416-741-1336 4




LED HIGH BAYS LINEAR

www.etlin-daniels.com

The Etlin-Daniels HBL2 & HBL4 LED High Bay Series offer excellent, glare free illumination in compact designs. The HBL2, at just 2 feet

|_| N EAR H | G |_| B AY in length, and the HBL4, at just 4" in length, provide an energy efficient solution for new construction or to replace inefficient fixtures

in retail, commercial, industrial and sports facilities. With efficacy of greater than 130lm/w, and the ability to replace from 400W to
1000W HID fixtures, the HBL2 & HBL4 Series are an ideal solution while allowing for reduced fixture counts. Fixtures are supplied with
V-Hook and chain, and pendant mount center box hardware is available. In applications where protecting the fixture from airborne
objects is required, wire guards are available. For further energy savings, take advantage of the 0-10V Continuous Dimming.

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION _ VOLTAGE LUMENS BOX QTY
Ao LED Linear Highbay - 2
HBL2.162340-WH > Frosted Lens 162 | 4000K | 347V | 0-10v |21.060tM | ZSXUSK |4
: V-Hooks & Chain Included )
LED Linear Highbay - 2’ 238X 113X
HBL2-162350-WH Frosted Lens 162 | 5000K | 347V | 0-10V | 21,222IM | 369 NCHES 1
V-Hooks & Chain Included )
LED Linear Highbay - 4’ 120 - 459X126 X
HBL4-223U40-WH ;
V-Huoszr(!)Z(s%}ehdal|l1a IIﬁcluded 223 | 4000K 2TV 0-10V | 28,390LM | 36 ches 1
LED Linear Highbay - 4’ 459X126 X
HBL4-223340-WH oot TstedLens 223 | 4000K | 341V | 0-10V |28,990LM | 369 NCHES 1

HBL4-223U50-WH

. 120 - 459X126X
\ VHuoks&ChamIncIuded 223 | S000K 2TV 0-10V | 23.213LM | 362 NcHes 1

HBL4-223350-WH

HBL4-321340-WH

HBL4-321350-WH

LED Lmear Hlﬁhbay &

LED Linear Hi hbay 4 159X126X
VHnoks&Chalﬁn 18 uded 223 | 5000K | 341V [ 0-10V | 29,213LM | 369 NCHES 1

LED lmearHlﬁhbay &
Froste

459X126 X
VHooh e lems 321 | 4000K | 34/V | 0-10V | 41,730LM | 365 \NcHES 1

LED Llnear Hlﬁhbay Ly

459X 126X
Vioondlons 321 | 5000K | 347V | 0-10V | 42,051LM | 362 weHES 1

ETLIN-DANIELS CONTACT US AT: 416-741-7336 5




LED HIGH BAYS LINEAR

LINEAR HIGH BAY
ACCESSORIES

www.etlin-daniels.com

The Etlin-Daniels HBL2 & HBL4 LED High Bay Series offer excellent, glare free illumination in compact designs. The HBL2, at just 2 feet
in length, and the HBL4, at just 4’ in length, provide an energy efficient solution for new construction or to replace inefficient fixtures
in retail, commercial, industrial and sports facilities. With efficacy of greater than 130Im/w, and the ability to replace from 400W to
1000W HID fixtures, the HBL2 & HBL4 Series are an ideal solution while allowing for reduced fixture counts. Fixtures are supplied with
V-Hook and chain, and pendant mount center box hardware is available. In applications where protecting the fixture from airborne
objects is required, wire guards are available. For further energy savings, take advantage of the 0-10V Continuous Dimming.

ETLIN-DANIELS
PART NUMBER

HBL2-WG-173-WH

COMPATIBLE
WITH

HBL2-162340-WH
HBL2-162350-WH

MASTERS

DESCRIPTION BOX QTY

IMAGES

Wire Guard White for HBL2-160 / 162 Series 6

HBL4-WG-220-WH

HBL4-223U40-WH
HBL4-223340-WH
HBL4-223U50-WH
HBL4-223350-WH

Wire Guard White for HBL4-220 / 223 Series 6

HBL4-WG-173-WH

HBL4-321340-WH
HBL4-321350-WH

Wire Guard White for HBL4-321 Series 6

HBL-CB-20GUA

HBL2-110 Series
HBL2-160 Series
HBL4-220 Series
HBL4-320 Series

Center Box - 20GUA for Pendant Mounting 50
HBL2-110 & 160 / HBL4-220 / HBL4-320

ETLIN-DANIELS

CONTACT US AT: 416-741-1336 6




LED WALL PACKS www.etlin-daniels.com

The Etlin-Daniels WP4 LED Classic Wall Pack Series offers an easy to install, high lumen efficiency option to replace existing HID Wall
LED C LASS | C Packs. Available in 45W to replace 175W HID / 60W to replace 250W HID / 120W to replace 400W HID, in hoth 120-277V & 347V. The

\/\/ ALL P AC KS durable heavy duty die-cast aluminum body and impact resistant borosilicate glass refractor provide a maintenance free perimeter

environment for commercial, industrial, institutional, residential and hospitality properties. Dark Sky compliant shields and wire
guards are available as options. Wet location rated and suitable for applications from -40°C to +40°C.

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION VOLTAGE LUMENS BOX OTY
) 120.- 1272X9.02X
WP4M45-35N-CD LED Wall Pack Medium 45 | 5000K | 341V N/A 5071LM ‘5;;? mgﬁfsx 2
) 120- 1272X9.02X
WP4M60-U5N-CD LED Wall Pack Medium 60 | 5000K | 577y N/A T33M | 597 INCHES 1
WPAME0-35N-CD LED Wall Pack Medium 60 | 500OK | 341v | WA | Ti3am | ZZNBSEXD
WP4AM-WG-DB WP4M-RF-DB H
Wire Guard for WP4M Visor for WP4M
Series Wall Pack Series Wall Pack
120.- 18.30X9.33X
WP4L120-U5SN-CD LED Wall Pack Large 120 | 5000K i N/A | 14475 | 5 NehEs 2
WP4L120-35N.CD LED Wal Pack Large 120 | 5000K | 347V | WA | 144750 | BOSX) o
WP4LWG-DB PENNRANNNY WPALRF-DB
Wire Guard for WP4L % ‘-}' Visor for WP4L
Series Wall Pack l’} Series Wall Pack
77777777778

ETLIN-DANIELS CONTACT US AT: 416-741-7336 1




LED WALL PACK www.etlin-daniels.com

LED AR C H |—|—E C—l—U R Al_ The Etlin-Daniels WPSA & WPMA Architectural Wall Pack Series provide maintenance free, easy to install, high lumen efficiency illumi-

nation. With their distinctive architectural and Dark Sky compliant design, these wet location rated fixtures are the ideal solution for

\/\/ ALL PAG |/< commercial, industrial, institutional, residential and hospitality properties. Available with and without photocells and 0-10V Continu-
ous Dimming for further energy savings.

R MUNEER IMAGES DESCRIPTION VOLTAGE LUMENS i
WPSA-42U50-CDB D AhiectualWallPack 1 49 | 5000k | 329 | WA | ato0um | SEASSEX | o
WPSA-42U50-CDB-PC D ArhiestwalWallPackith g2 | s000K | 220 | N | 4700w | PRARERX |
WPMA-89U50-CDB D AehiectualWallPack | g9 | 5000k | 120, | WA | gs2sim | SEXSEXL o
WPHA89U50.CDB-PC e " | 89 | soooKk | 20 | WA | gs25im | SEAERK| 2

The Etlin-Daniels WPS17-USN-FD-PC LED Wall Pack is the perfect solution for commercial, industrial and multi-res wall-wash
LED \/\/ ALL P AC K applications. With a built-in photocell and frosted lens, the WPS17 features evenly distributed, striation-free illumination. Whether
you are replacing inefficient incandescent, CFL or HID fixtures, or working on design build, the easy-to-install WPS will provide a

safe, energy efficient, maintenance-free environment.

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION VOLTAGE LUMENS BOX QTY

WPSIT.USN-FD-PC | LED Wall Pack | 5000k | 129 | wa | 2000 | RSN

ETLIN-DANIELS CONTACT US AT: 416-741-7336 8




LED FLOOD LIGHTS

www.etlin-daniels.com

The Etlin-Daniels FLS4 & FLM4 LED Flood Series offer the latest in both design and energy efficient performance. With the compact size

I:LOO D |_| G HTS and textured architectural powder coat finish, these fixtures will compliment a wide range of industrial, commercial and residential ap-

LOW \/\/A—l_'_AG E with either yoke or knuckle mount.

plications. The durable and watertight casting along with the tempered glass lens provide for a long and maintenance-free life. Available

pp @ 99

FLS4-10 FLS4-30 FLM4-50 FLM4-80

ETLIN-DANIELS
PART NUMBER

MASTERS

IMAGES DESCRIPTION VOLTAGE LUMENS BOX QTY

FLS4-10USN-BL-YK

FLS4-10U5N-BL-KN

FLS4-30USN-BL-YK

FLS4-30US5N-BL-KN

FLM4-50U5N-BL-YK

FLM4-50U5N-BL-KN

FLM4-5035N-BL-YK

FLM4-5035N-BL-KN

FLM4-80USN-BL-YK

FLM4-80USN-BL-KN

FLM4-8035N-BL-YK

FLM4-8035N-BL-KN

LEDFood LightSmal-Yoke Mot | 10 | 5000K | 12 | WA | o2um | ke | 24

LED Flood Light Small-Knuckle Mount | 10 | 5000K %‘7]\, NA | gzim | SEXASX | o

LED Flood Light Small -Yoke Mount | 30 | 5000K %‘7]\, N/A | 2988LM | RBXSSTX | 4g

LED Flood Light Small-Knuckle Mount | 30 | 5000K %‘7]\, N/A | 2988LM | BOXSEIX | 4g

YK - YOKE MOUNT LED Flood Light Medium - Yoke Mount | 50 | 5000K %%9\, N/A 4916LM ggg I);JEIIJE)é 10

LED Flood Light Medium -
Knuckle Mount

120 - 913X X
50 | 5000K | S | NA | 4916LM | SishGis |10

LED Flood Light Medium-Yoke Mount | 50 | 5000K | 347v | NA | 5043LM e’fs‘?ﬁﬁéﬂé 10

LED Flood Light Medium -
Knuckle Mount

50 | 5000K | 347V | N/A | 5043LM | saskLEX |10

LED Flood Light Medium-Voke Mount | 80 | 5000K %‘7]\, NA | TesIM | SBXSEX | g

LED Flood Light Medium- 120- 130X 807X
. KNUCKLE HOUNT Knuckle Mount 80 | S000K | o7y | NA | T8BILM | yo5inches | 6

LED Flood Light Medium - oke Mount | 80 | 5000K | 347V N/A | 7849IM 3%% )I(N%%é 6

LED Flood Light Medium -
Knuckle Mount

80 | 5000K | 347V [ NA | 7849IM | 4oihenis | 6

ETLIN-DANIELS CONTACT US AT: 416-741-7336 9




LED FLOOD LIGHTS www.etlin-daniels.com

The Etlin-Daniels FLH4 High Wattage Flood Series offers the latest in both performance and install flexibility. The durable die-cast

|:|_|—| 4 H | G H aluminum housing along with the high lumen transmittant, anti-UV Polycarbonate lens, are packaged in a thin and stylish housing.
\/\/ A—|—|— AG E ’:LO O D Utilizing a new cooling design, along with a high-performance LED board and Lumiled chips, the FLH4 series will provide high lumen
efficiency and maintenance free life. These fixtures are shipped with a Trunnion mount, with both an Extruded Arm or Square Slipfitter as

available options. Available in 120-277V & 341V. Typical applications include either pole or surface mount to highlight signage, building
fronts, car dealers and parking lots, parks, storage yards, sports fields and general area lighting. 0-10V Continuous Dimmable.

MASTERS

ETLIN-DANIELS

IMAGES DESCRIPTION VOLTAGE LUMENS

PART NUMBER BOX QTY
FLH4-150U50-BL-TR L0 Flod Light Trumionount | 150 | 5000K | 120. | 0-10v | 18,000 | BSOREERK | 1
FLH4-150350-BL-TR LED Flood Light -Trunnion Mount 150 | 5000K | 347v | 0-10v | 18,000LM '233%1(,}[%}42?3)( 1
FLH4-220U50-BL-TR LED Flood Light -Trunnion Mount 220 | 5000K ;%(7]\, 0-10vV | 26,400LM I%g )|(ng|.?fzsx 1
FLH4-220350-BL-TR LED Flood Light -Trunnion Mount | 220 | 5000K | 347V | 0-10V | 26,400LM '93%% ’l‘,}g,ffs" 1

- , 120 - 19.40X12.62 X
FLH4-300U50-BL-TR LED Flood Light -Trunnion Mount 300 | 5000K i 0-10vV | 36,000LM 362 INCHES 1
FLH4-300350-BL-TR LED Flood Light -Trunnion Mount | 300 | 5000K | 347V | 0-10V | 36,000LM ]93%% ’l‘,.‘g,ffsx 1
Square Slipfitter for-
FLH4 SSF150/220/300 FLHA150/220/300 Series b
Extruded Arm for-
FLH4-EX150/220/300 FLH4-150/220/300 Series 6

E"-’N-DAN'ELS CONTACT US AT: 416-741-7336 10




LED FLOOD LIGHTS www.etlin-daniels.com

The Etlin-Daniels FLH4 High Wattage Flood Series offers the latest in both performance and install flexibility. The durable die-cast

|:|_|_| 4 H |G H aluminum housing along with the high lumen transmittant, anti-UV Polycarbonate lens, are packaged in a thin and stylish housing.
\/\/A‘|_|_AG E ,:LOO D Utilizing a new cooling design, along with a high-performance LED board and Lumiled chips, the FLH4 series will provide high lumen
efficiency and maintenance free life. These fixtures are shipped with either a Trunnion mount or Round Slipfitter - the Trunnion Mount

has an available Extruded Arm mount option. Available in 120-277V & 341V. Typical applications include either pole or surface mount
to highlight signage, building fronts, car dealers and parking lots, parks, storage yards, sports fields and general area lighting. 0-10V
Continuous Dimmable.

ETLIN-DANIELS

IMAGES DESCRIPTION VOLTAGE LUMENS MASTERS

PART NUMBER BOX Q1Y
FLH4 380USOBLTR Tumonioni | 380 | 5000K | 55 | 0-10v [ as00oum | BRNERY| 1
Trunnion Mount ) ’ 5.79 INCHES
LED Flood Light -Round 120 - 30.32X14.13 X
FLH4-380U50-BL-RSF Stpftter Mount 380 | 5000K | 577y | 0-10V | 46000M | “45sicigs | !
LED Flood Light -Round 30.32X14.13 X
FLH4-380350-BL-RSF Stpftte Mount 380 | 5000K | 347V | 0-10V | 46,000LM | %55 cies | 1
FLH4-EX-380 Extruded Arm for- FLH4-380U50-BL-TR and FLH4-380350-BL-TR 6

E"-’N'DAN'ELS CONTACT US AT: 416-741-7336 1




LED GARAGE & CANOPY www.etlin-daniels.com

The Etlin-Daniels CNM LED Garage and Ganopy Series is an excellent choice for external hallways, tunnels, building entrances and
GARAG E & canopies, storage areas and both underground and above ground parking facilities. With its slim design, wet location rating, available
C AN O IZ)Y surface and pendant mount options, and heat resistant Polycarbonate lens, the CNM series provides a safe, maintenance-free and

energy efficient solution. For further energy savings, take advantage of the 0-10V Continuous Dimming.

EILIDANIELS IMAGES DESGRIPTION VOLTAGE LUMENS T
CNM45.U50C-DB LED Uttra Thin Canopy 45 | 5000K '2%9\, 0-10V | 4200M | “Gegeicies | !
CNM45-350C-DB LED UltraThin Canopy 45 | 5000K | 347V | 0-10v | 4200iM | %EERSOEEX |
CNMG5.U50C-DB LED UitaThinCanopy 65 | 5000K | 120 | 0-10v | 6700M | SEeanteeX | 1
CNM65-350C-DB LED UltraThin Canopy 65 | 5000K | 347V | 0-10v | 6600LM | %IEEXSOSEX |
CNM70-USNC-DB LED UitraThin Ganopy 10 | 5000K | 2% | N | ssooum | SEeXaSERX | g

E"-’N'DAN'ELS CONTACT US AT: 416-741-7336 12




LED FLAT PANEL www.etlin-daniels.com

The Etlin-Daniels RTP4 Ultra-Slim LED Panel Troffer Series offer energy savings, reduced maintenance and improved illumination
advantages over traditional fluorescent fixtures. The Edge-Lit, high performance diode components and premium polycarbonate lens

LE D FLAT PAN E |_ provide even and glare-free lighting. With our new 120-3417V driver, there is no longer any need to stock different voltages of each panel.
And, with three mounting options - recessed / surface / suspended - our LED panels will compliment any office, educational, healthcare,
commercial or industrial application, whether they be used to retrofit and upgrade the look of an existing site, or installed in a new build.
For further energy savings, take advantage of the 0-10V Continuous Dimming. Available in 3000K, 3500K and 4000K.

N L INAGES DESCRIPTION VOLTAGE LUMENS s
RTP414-40330 WH L6 UtraSlim Panei Troftr 14| 40 | 3000K | 120w | 0-10v | 4400um | FHERESIKDAZMCHES | g
RTP414-403350-WH L6 UtraSlimPaneiTroffr 14| 40 | 3500K | 120 | 0-10v | 4400Lm | FHERESKDAZMCHES | g
RTP414-40340-WH L6 UtraSlimPaneiTroftr x4 | 40 | 4000K | 120w | 0-10v | 4400Lm | FHERESIKEAZMCHES | g
RTP422-40330.WH L UtraSlimPaneiTrofer2x2 | 40 | 3000K | 120- | 0-10v | 4dooLm | ZPAEAKBAZAHE | g
RTP422.403350 WH L UtraSlimPaneiTrofer2x2 | 40 | 3500K | J20- | 0-10v | 4dooLm | ZPAESAKBAZAHES | 3
RTP422-40340-WH LED UltraSlim Panel Troffer2x2 | 40 | 4000K éﬁ?v 0-10V | 4400LM | ZIXZIBROAZIUCHES | 3
RTP424-60330-WH L0 UtraSlimPaneiTrofer2x4 | 60 | 3000K | 120- | 0-10v | 6600LM | HEAZMAXMZNCHE | 3
RTP424.603350WH L0 UtraSlimPaneiTrofr2x4 | 60 | 3500K | 120- | 0-10v | 6600LM | HEAZIAXMZAE | 3
RTP424-60340-WH L0 UtraSlimPaneiTrofer2x4 | 60 | 4000K | 120- | 0.10v | G600LM | HEAZMAKMAZNCHE | 3

ETLIN-DANIELS CONTACT US AT: 416-741-7336




LED FLAT PANEL ACCESSORIES www.etlin-daniels.com

The Etlin-Daniels RTP4 Ultra-Slim LED Panel Troffer Series offer energy savings, reduced maintenance and improved illumination

LED ':LAT P AN EL advantages over traditional fluorescent fixtures. The Edge-Lit, high performance diode components and premium polycarbonate lens

provide even and glare-free lighting. With our new 120-3417V driver, there is no longer any need to stock different voltages of each panel.

ACG ES S O R | ES And, with three mounting options - recessed / surface / suspended - our LED panels will compliment any office, educational, healthcare,
commercial or industrial application, whether they be used to retrofit and upgrade the look of an existing site, or installed in a new build.
For further energy savings, take advantage of the 0-10V Continuous Dimming. Available in 3000K, 3500K and 4000K.

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION BOX QTY
RTP4BXM-14-WH [ ! Surface Mount Kit for RTP4 1 4 LED Flat Panel 14
"—‘4—W‘.
RTP4BXM-22-WH i Surface Mount Kit for RTP4 2 x 2 LED Flat Panel 8
— -
RTP4BXM-24-WH [ Surface Mount Kit for RTP4 2 x 4 LED Flat Panel 8
| |
i
RTPASPM-14 {", d Suspension Mount Parts for 1X 4 LED Flat Panel for RTP4 Series - 48” 6 wire 50
000
RTP4ASPM-22 ‘ o4 Suspension Mount Parts for 2 X 2 LED Flat Panel for RTP4 Series - 48” 4 wire 50
i
RTP4ASPM-24 {", o Suspension Mount Parts for 2 X 4 LED Flat Panel for RTP4 Series - 48” 6 wire 50
yO O
RTPBXM-14-WH [ l Surface Mount Kit for 1x 4 LED Flat Panel 8
""4—1‘.
RTPBXM-22-WH i Surface Mount Kit for 2 x 2 LED Flat Panel 8
= -
RTPBXM-24-WH [ Surface Mount Kit for 2 x 4 LED Flat Panel 8
1 |

ETLIN-DANIELS CONTACT US AT: 416-741-7336 14




LED TROFFER www.etlin-daniels.com

The Etlin-Daniels RTDIBS22 & RTDIBS24 LED Architectural Basket Troffer Series sets a new standard in optical and LED technology to
LED TRO I:FE R - highlight many applications. The aesthetically pleasing design provides high levels of light in a soft, glare-free package. The Indirect con-

| N D | R ECT B AS Klz—r struction delivers a comfortable and evenly distributed light that eliminates surface shadowing. Perfect for both large and small private
and public office areas, classrooms and hallways, libraries, cafeterias and dining rooms, hospitals and waiting rooms, and long-term care
facilities. Available in 2 lumen levels in both 2 x 2 and 2 x 4 sizes in 3500K & 4000K. For further energy savings, take advantage of the
0-10V Continuous Dimming.

EILINDANIELS IMAGES DESCRIPTION VOLTAGE LUMENS BUAOL
RTDIBS22-30U350 bt s | 30 | 3500k | 120 | o.10v | srsoum | BNESEX | g
RTDIBS22-30040 / e oo | 30 | 4000k | 120 | 0.10v | 3780w | ZAXESEX | g
RTDIBS22-35U350 . SngebmelTorrzao | 95 | 600K | gy | 0-10v | aamsun | FGES|
RTDIBS22-35U40 Swgebmat oo | 95 | 000K | gy | 0-tov | aaou | FGES |
RTDIBS24-34U350 Sngeomelorzas | % | 00K | gy | 0-10V | 4250 | ZNGE |
kDips2434040 | / ﬂ Sngeomelorzas | % | 000K | gy | 0-10V | 428w | NGRS |
RTDIBS24-46U350 | ngenmttuterzce | 46 | 600K | gy | 0-10v | s7s0mn | NGRS |
RIDIBS2446U40 Sogebmittatzs | 46| 4000K | gy | 0-10V | SI96IM | S | 1

E"-’N-DAN'ELS CONTACT US AT: 416-741-7336 15




LED STRIP www.etlin-daniels.com

The Etlin-Daniels STL4 LED Strip Series is the perfect solution whether you are designing a new space or retrofitting an existing space.

|_E D STR | P Its flexibility allows for either a surface ceiling or wall mount or a suspended installation, with V-Hooks and chain included in the
packaging. The durable acrylic frosted lens provides for an even distribution of light and the sturdy white powder coated metal frame,
along with the available wire guard option, makes this fixture the perfect option for commercial ceiling and wall mount, parking garages
and stairwells, industrial general or task lighting - or just replacing existing, inefficient fluorescent strips. And end knockouts allow for
continuous row mounting. For further energy savings, take advantage of the 0-10V Continuous Dimming.

AR, NUNBER IMAGES DESCRIPTION VOLTAGE LUMENS "gﬁi‘&}‘f
suesouom ettty | o || B [om | o |48
S0 g ot | a0 | oo | o | oo | s [25000
st et | w0 oo | 2 oo | sonw [Sz0amy] o
s essomm O e, | o] s | o | o [mam]
suassuom ot | 55 | oo | B8 [ oo | oo |20
suesism e, | o [woo s [ o | s [gman| ¢
suesmson e, | w [won | B T o | woun man| ¢
a0z ot oo | oo | am | 0w | ssoom |z
STL4-WG-SI ES===sa=es: =gt Wire Guard for STL4 Series Strip Fixtures - Silver Finish 6
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LED VAPOR TIGHT LINEAR www.etlin-daniels.com

Etlin-Daniels’ VP42 & VP60 series offer excellent lumen efficacy for 120-277V applications. At over 118Im/w, and with 2 wattage options to

|_E D \/APO R T| G HT replace either F32T8 or F54T5HO fixtures, these easy to install, 0-10V dimming, IP65 rated fixtures are a cost-effective solution for any setting

|_| N | ﬁ R where moisture is a concern. The new VP441 and VP442 series raise the bar for lumen efficacy at =/>130lm/w, increased durability with stain-
less steel mounting hardware and clips, 120-277V & 341V availability, 1000/ UV stahbilized PC lens, 0-10V dimming, and 2 wattage options to
replace F32T8 or F54T5HO fixtures. All IP65 rated.

ETLIN-DANIELS MASTERS

BOX QTY
LED Vapor Tight Linear 35 | 4000K ]2%[7]\, 0-10v 4550LM f’g‘g‘.ﬁgﬁg‘s 4

VP44135340F / LEDVaporTight inear | 35 | 4000K | 347V | 0-10v | 455oIM | SUSHX |4
VP44135U50F LED VaporTight Linear 35 | 5000k | 120 | 0.10v | 4sesim | SIX3BX g

IMAGES DESCRIPTION VOLTAGE LUMENS

PART NUMBER
VP441-35U40-F

=

9TIV 49.8 INCHES
VP441.35350F Metal clips LED Vapor Tight Linear 35 | 5000K | 347V | 0-10 | 4585IM | 33X 14
VP42.42U40F L3 | eovapor Tt ClsscStilight | 42 | 4000K | 120- | 0-10v | 498054M | SAZX | 3

VP42-42U50F LED VaporTightCasscStip it | 42 | 5000K | 120, | 0-10v | do7aatm | SEW02K |3
VP442.52U40F LED Vapor Tight Linear 52 | 4000K | 120 | 0-tov | er60IM | aeceR | 4
VP442.52340F LED Vapor Tight Linear 52 | 4000K | 347V | 0-10v | 6760IM | ai3iX 14
VP442.52U50.F LED VaporTight Linear 52 | 5000k | 120 | 0-10v | esiM | aaSK |4
VP442-52350-F Metal clips LED Vapor Tight Linear 52 | 5000K | 341V | 0-10V 6812LM fg‘;‘,ﬁgﬁg‘s 4
VP42.60U40F | o VaporTignt st | 60 | 4000K | 120 | 0-10v | Tiomasum | IXS2X g

E"-’N'DAN'ELS CONTACT US AT: 416-741-7336 17




LED 3" GIMBAL WARM DIM www.etlin-daniels.com

LED R E C E S S E D 8 i The Etlin-Daniels LED DLSG3 3 inch Slim Gimbal Recessed Warm Dim Downlight offers a modern, energy-efficient solution for retrofitting
existing incandescent & halogen recessed fixtures, as well as for new construction. Requiring only a 2-3/4” round hole, and with the
G | I\/l B AL \/\/AR I\/l D | M driver inside a compact connection box (does not require an external jbox) the DLSG3 series is simple to install and is both IC rated and
Airtight. The 40° beam with 30° tilt and 360° rotation is perfect for sloped ceilings or to highlight artwork. Triac dimmer
RO U N D compatible with Warm Dim feature - 3000K dims down to 2200K // 4000K dims down to 3000K. Available in round and square face in

white, brushed nickel and black trim. 6W version supplies 420Im (FMW equivalent) and 8W version supplies 600Im (EXN equivalent).

PART NUMBER IMAGES DESCRIPTION VOLTAGE LUMENS “gﬁiﬁﬁ
DLSGR3-613WD-WH @ LED Slim Gimbal Downlight 3" -White | 6 | 3000K | 120V WATr?nI/lAgm sgom | 33K 18
DLSGR3-614WD-WH — LED Slim Gimbal Downlight 3" -White | 6 | 4000K | 120V WATr?nlnAgm sgom | 33K 18
DLSGR3-813WD-WH ﬂ LED Sim Gimbal Downlght 3" White | 8 | 3000K | 120V | s | 600LM | S3KLS 18
DLSGR3-814WD-WH LED Slim Gimbal Downlight 3"-White | 8 | 4000K | 120V WATr?nlnAgm gooLM | 33UKLES 18
DLSGR3-613WD-BL LED Slim Gimbal Downlight 3"-Black | 6 | 3000K | 120V WATr?nlnAgm sgom | 33K 18
DLSGR3-614WD-BL LED Slim Gimbal Downlight 3"-Black | 6 | 4000K | 120V WATr?nlnAgm g0 | 33K 18
DLSGR3-813WD-BL LED Slim Gimbal Downlight 3" -Black | 8 | 3000K | 120V WATr?nlnAgm gooLM | S3UKLES 18
DLSGR3-814WD-BL LED Slim Gimbal Downlight 3"-Black | 8 | 4000K | 120V WJF?I:AAgIM gooLM | 33U 18
— osnomimton™ |5 o | v | e, | oo | r [
s smgmiettT | o | ook | v |y | v | G | o
DLSGR3-813WD-BN (D Sl Simba untEMS" g | 3000K | 120V | ey | 60OLM | SSKIE 1 g
DLSGR3-814WD-BN (D Sl Gimba TS g | 4000K | 120V | ey | 60OLM | SSKIE 1 g
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LED 3" GIMBAL WARM DIM www.etlin-daniels.com

LED R EC E S S E D 8 1} The Etlin-Daniels LED DLSG3 3 inch Slim Gimbal Recessed Warm Dim Downlight offers a modern, energy-efficient solution for retrofitting
existing incandescent & halogen recessed fixtures, as well as for new construction. Requiring only a 2-3/4” round hole, and with the
G | I\/l B AL \/\/AR I\/l D | M driver inside a compact connection box (does not require an external j-box) the DLSG3 series is simple to install and is both IC rated and
S Q U AR E Airtight. The 40° beam with 30° tilt and 360° rotation is perfect for sloped ceilings or to highlight artwork. Triac dimmer
compatible with Warm Dim feature - 3000K dims down to 2200K // 4000K dims down to 3000K. Available in round and square face in

white, brushed nickel and black trim. 6W version supplies 420Im (FMW equivalent) and 8W version supplies 600Im (EXN equivalent).

ETLIN-DANIELS

IMAGES DESCRIPTION VOLTAGE LUMENS oy

PART NUMBER BOX Q1Y
DLSGS3-613WD-WH @ LED Slim Gimbal Downlight 3" -White | 6 | 3000K | 120V WI\Tlsl:IIAgIM a20im | SIS 18
DLSGS3-614WD-WH LED Sim Gimbal Downlght 3" White | 6 | 4000K | 120V | ,amnc | 420 | SSXIE |8
DLSGS3-813WD-WH 3 LED Sim Gimbal Downiight - White | 8 | 3000K | 120V | e | 600WM | S3KLS 18
DLSGS3-814WD-WH LED Sim Gimbal Downlght 3" White | 8 | 4000K | 120V | e | 600M | 33K 18
DLSGS3-613WD-BL LED Sim Gimbal Downlght 3" Black | 6 | 3000K | 120V | o | 420im | S3KLTS 18
DLSGS3-614WD-BL LED Sim Gimbal Downlght 3" Black | 6 | 4000K | 120V | o | 420iM | S3KLTS 18
DLSGS3-813WD-BL LED Sim Gimbal Downlght 3" Black | 8 | 3000K | 120V | o | 600IM | S3LKLIS 18
DLSGS3-814WD-BL LED Sim Gimbal Downlght 3" Black | 8 | 4000K | 120V | o | 600LM | 33LKLTS 18
DLSGS3 GI3WD BN @ LED Slim Gimtal BOMNIEAL S| 6| 3000K | 120V | oy | 420M | SKES 1 g8
— osnomarmton |5 | o | o | e, | o [ e |
i osepmmitntsts | g oo | o | g, | oo | e | e
e . wongmonos | o | won | o | 5 | oo | 27 [
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LED 3" GIMBAL WARM DIM

www.etlin-daniels.com

LED RECESSED
3" GIMBAL
ACCESSORIES

The Etlin-Daniels LED DLSG3 3 inch Slim Gimbal Recessed Warm Dim Downlight offers a modern, energy-efficient solution for retrofitting
existing incandescent & halogen recessed fixtures, as well as for new construction. Requiring only a 2-3/4” round hole, and with the
driver inside a compact connection box (does not require an external j-box) the DLSG3 series is simple to install and is both IC rated and
Airtight. The 40° beam with 30° tilt and 360° rotation is perfect for sloped ceilings or to highlight artwork. Triac dimmer

compatible with Warm Dim feature - 3000K dims down to 2200K // 4000K dims down to 3000K. Available in round and square face in
white, brushed nickel and black trim. 6W version supplies 420Im (FMW equivalent) and 8W version supplies 600Im (EXN equivalent).

ETLIN-DANIELS

PART NUMBER IMAGES DESCRIPTION
DLSGR3-EC72 : T—};@ . Extension Cord for DLSGR3 Series, 72”Long
—
DLSGR3-EC240 Extension Cord for DLSGR3 Series, 240”Long
DLSGR3-RIP3 Rough-In Plate for DLSGR3 Series
Goof Ring for DLSGR3 Series only with 0D 4 1/2”
DLSGR3-GR3-WH Not for use with Square Series
White
Goof Ring for DLSGR3 Series only with 0D 4 1/2”
DLSGR3-GR3-BL Not for use with Square Series
Black
Goof Ring for DLSGR3 Series only with 0D 4 1/2”
DLSGR3-GR3-BN Not for use with Square Series
Brushed Nickel

ETLIN-DANIELS

CONTACT US AT: 416-741-1336




LED ULTRA SLIM DOWNLIGHT SERIES www.etlin-daniels.com

LED U LTR A S |_| |\/| The Etlin-Daniels LED DLSW Ultra Slim Series offers a slim profile recessed downlight solution for both new construction or retrofit

" applications. Easily installed where there is limited space due to ductwork , joists or heams, the DLSW is IP65 and IC Air-Tight rated.
4 RO U N D Available in 4” and 6” sizing in round and square housings / 3000K & 4000K / Brushed Nickle and White Trim. Triac dimmable.

aNot for use with RH4 Series

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION VOLTAGE LUMENS BOX QTY
DLSWR4-913D-WHFF " White it loaton. | 9| 3000K | 120v | 7muc | ssoM | §Ectes | 18
DLSWR4-914D-WH-FF gt Rowtd &1 9| 4000k | 120v | TRac | 550w | 4RRAEX |8
DLSWRH4-1213D-WH-FF o omonntgntfound £ g9 1 3000k | t20v | teac | 7ooum | fRRXMEX 1 g
DLSWRHA1214D WHFF et Sk White TVt loatin | 12 | 4000K | 120V | e | o0 | RN | 18
% | LED Slim Downlight Round - 4” Brushed 475X.945X

DLSWR4-913D-BN-FF Niokel Wet Location 9 | 3000K [ 120V | TRIAC | 550LM | gy5pNcues | 18
DLSWRA-914D-BN-FF LED Siim Cowniett Ruund. 4 Brushed | g | g000K | 1t2ov | Teuc | 55ouM | 43KAEX 1 g
DLSWRHA-1213D-BN-FF DSl DUt reat 3K | 12| 3000K | 120V | TRC | 700LM | oKMRX | 18
DLSWRH4-1214D-BN-FF 1ED Slim Downlght Round- ¥ HealSink |45 1 4000k | 120v | TRc | 700LM | $RKIEX | g8
DLS4-MP = ‘/) Pre-Mounting Plate for 4” Slim Downlight Round Hole Cut / Galvanized Steel with Mounting Hole & Tracks 50
DLSEC-72 = e Extension Cord for DLS Series 72” Long for DLSWR & DLSWS Series 12

S ~——
DLSEC-120 = g — Extension Cord for DLS Series 120" Long for DLSWR & DLSWS Series 12

AT & 7
DLSEC-72H - g é Extension Cord for DLS Series 72" Long for DLSWRH 12

& ——
DLSEC-120H = g = é Extension Cord for DLS Series 120” Long for DLSWRH 12

& ——
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LED ULTRA SLIM DOWNLIGHT SERIES www.etlin-daniels.com

LED U LTR A S |_| M The Etlin-Daniels LED DLSW Ultra Slim Series offers a slim profile recessed downlight solution for both new construction or retrofit
applications. Easily installed where there is limited space due to ductwork , joists or heams, the DLSW is IP65 and IC Air-Tight rated.
6 Y RO U N D Available in 4” and 6” sizing in round and square housings / 3000K & 4000K / Brushed Nickle and White Trim. Triac dimmable.

aNot for use with RH6 Series

R LD IMAGES DESCRIPTION VOLTAGE LUMENS B
s oW 2| ottt | o oo | o | e | mow | S5us |
DLSWR6-1214D-WH-FF LD Nim Dounight Rond 67\ 10 | 4000K | 120v | Tnc | 7o0m | SEXLSX | g
s s i, | o || | e | wou | chust | o
s o sntmttet & s | o | o | e | oo | st |
osws 2w | ks | o oo o | e oo | s8] e
DLSWR6-1214D-BN-FF o o SinPoE RuntS 112 | 4000k | 120v | TRuc | 7oowM | SESXLEX | g
DLSWRHG.1513D-BN-FF DSl DownightRound & HeatSnk | 15| 3000k | 120v | Thac | goom | SEKLSX |18
DLSWRHG-1514D-BN-FF DSl DownlgftRound. & Heat Sk | 15| 4000k | 120v | Thac | goom | SEKLSX | g

DLS6-MP= Pre-Mounting Plate for 6” Slim Downlight Round Hole Cut / Galvanized Steel with Mounting Hole & Tracks 50

DLSEC-72- Qxyé Extension Cord for DLS Series 72" Long for DLSWR & DLSWS 12

DLSEC-120= x;:\;é Extension Cord for DLS Series 120" Long for DLSWR & DLSWS 12

DLSEC-72H= g —— é Extension Cord for DLS Series 72" Long for DLSWRH 12

DLSEC-120H- g @é Extension Cord for DLS Series 120" Long for DLSWRH 12
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LED ULTRA SLIM DOWNLIGHT SERIES www.etlin-daniels.com

LED U LTR A S |_| M The Etlin-Daniels LED DLSW Ultra Slim Series offers a slim profile recessed downlight solution for both new construction or retrofit
applications. Easily installed where there is limited space due to ductwork , joists or heams, the DLSW is IP65 and IC Air-Tight rated.
4 i SQ UAR E Available in 4” and 6” sizing in round and square housings / 3000K & 4000K / Brushed Nickle and White Trim. Triac dimmable.

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION VOLTAGE LUMENS BOX QTY
DLSWS4-913D-WH-FF B2 | LED Slim Downlight Square 4" 9 | 3000k | 12ov | tRic | ssoum | ATEX8EX | 4
White Trim Wet Location 475 INGHES
DSHSH UL Ot | o | | oo | e | sonw | GRAE | e
N
DLSWS4-913D-BN-FF FR—— LED Slim Downlight Square - 4” 9 3000K | 120V e | 550l | 478X.875X 18
Brushed Nickel Trim Wet Location 4.75 INCHES
- — LED Slim Downlight Square - 4” 475X 815X
DLSWS4-914D-BN-FF Brushed Nickel Trim Wet Location | O | 4000K | 120V | TRIAC | S30LM | y75ncues | 18
DLSS4-MP Pre-Mounting Plate for 4” Slim Downlight Square Hole Cut / Galvanized Steel with Mounting Hole & Tracks 50
DLSEG-72 g ———— Extension Cord for DLS Series 72" Long for DLSWR & DLSWS 12
€ NS 4
DLSEC-120 g &;‘t%:/f:‘ ) Extension Cord for DLS Series 120" Long for DLSWR & DLSWS 12
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LED ULTRA SLIM DOWNLIGHT SERIES www.etlin-daniels.com

LED U |_—|—R A S |_| M The Etlin-Daniels LED DLSW Ultra Slim Series offers a slim profile recessed downlight solution for both new construction or retrofit
applications. Easily installed where there is limited space due to ductwork , joists or beams, the DLSW is IP65 and IC Air-Tight rated.
6 " SQ UAR E Available in 4” and 6” sizing in round and square housings / 3000K & 4000K / Brushed Nickle and White Trim. Triac dimmable.

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION VOLTAGE LUMENS BOX QTY
pr— B2 | 16D Slim Downlight Square-6” 6875X 875 X
DLSWS6-1213D-WH-FF — White Trim Wet Location 12 | 3000K | 120V TRIAC 100LM | ¢'675 INCHES 18
LED Slim Downlight Square - 6” 6.875X.875 X
DLSWS6-1214D-WH-FF White Trim Wet Location 12| 4000K | 120V | TRIAC | T0OLM | ggrscies | 18
— Brushed Nickel Wet Location 6.875 INCHES
) LED Slim Downlight Square- 6" 6.875X 875X
DLSWS6-1214D-BN-FF Brushed Nickel Wet Location 12| 4000K | 120V | TRAC | TOOLM | gersnches | 18
DLSS6-MP Pre-Mounting Plate for 6 Slim Downlight Square Hole Cut / Galvanized Steel with Mounting Hole & Tracks 50
DLSEC-72 e Extension Cord for DLS Series 72 Long for DLSWR & DLSWS 12
X = 7
DLSEC-120 ; ‘:——:%’\;f ; Extension Cord for DLS Series 120" Long for DLSWR & DLSWS 12
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LED RECESSED RETROFIT www.etlin-daniels.com

LE D R EC E S S E D The Etlin-Daniels LED RTFRG Series Recessed Downlight provides an energy efficient solution when retrofitting 6 recessed housings.
With a built-in gimbal for precise heam direction, and a frosted lens for even, glare free illumination, the RTFRG will compliment a

R HRO FlT wide range of applications. IC & Non-IC rated and Triac dimmable.

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION VOLTAGE LUMENS BOX QTY
\ =
E1AD. \ | LED6” Recessed Downlight / Retrofit 111X 299
RTFRG6-1514D-WH @ | Rocessed Bl 5 | 4000k | 120v | Teac | to40lM | cHEs | 6

LED R EC E S S E D The Etlin-Daniels LED Recessed Trim DLED-108 Series is an ideal solution for both new construction or to retrofit existing 8" recessed
housings. Installer friendly with built-in J-Box and spring-loaded side clips for precise mounting, The DLED-108 series is available in
RETROFT both 25W and 35W, 3000K and 4000K with a glare free frosted lens. IC & Non-IC rated and Triac dimmable.

R TINELD IMAGES DESCRIPTION VOLTAGE LUMENS B
ooz et | o | oo | o | me | onow | e |
s | | Do | || | e | oon | 15 |
DLED-108 813530-WH - o o homeiee | 35| 3000K | 120 | mc | 2600m | *PAES |6
. ooy | 5 o[ | e | o | 080 |
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LED CEILING FLUSHMOUNT www.etlin-daniels.com

Etlin-Daniels offers a comprehensive range of Ceiling Flushmount Fixtures in our CM series product line. From 11" to 16” in Round

LED C E| |_| N G puff style, to 14" and our new 16” in Brushed Nickle Spill Ring, we have the right, stylish, low profile energy saving solution for
I:LU S |_| M O U NT either new construction, or to replace existing inefficient incandescent or CFL fixtures. We are also featuring our new 11” Puff with
built-in Microwave Sensor - no more need to leave your fixtures on when there is no occupancy in the space - CM211M-121WHPS4N.

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION VOLTAGE LUMENS BOX QY
=
LED Ceiling Flushmount 33
CM21IM-121IWHPSAN White Round 11 125 | 4000K | 120V | wa | moowm | T3S |4
Microwave Sensor
Microwave Sensor
[~ LED Ceiling Flushmount 11x3.375
CM211D-151WHPS3D White Round T Driver onBoard. | 10| 000K | 120V | TRC | 1000LM | ycies 4
LED Ceiling Flushmount Whit 10.8x39
CM211-151WHPS3D Pavetrons Round " 15 | 3000K | 120V | TRAC | TIOOLM | ‘\ekis 12
LED Ceiling Flushmount 108x39
CM211D-151WHPS4D cM21t White Round 11" Driver -On-Board 19 4000K | 120V TRIAC 1000LM INGI)-(IES 4
LED Ceiling Flushmount Whit 10.8x39
CM211-151WHPS4D PoystyreneRound1” | 19 | 4000K | 120V | TRMC | TOOLM | enes 12
LED Ceiling Flushmount 14x 4125
CM214D-251WHPS3D White Round 14°DriverOnBoard | 25 | 3000K | 120V | TRIAC | 1600LM | “jicies 4
LED Ceiling Flushmount Whit 137x4
CM214-251WHPS3D ot Polystoren Round 4 25 | 3000K | 120v | TRAC | 1700LM INCHES 10
LED Ceiling Flushmount 14x 4125
CM214D-251WHPS4D White Rou?l:ilrllt%”ﬂl:?veTglr:{]Bnard 25 | 4000K | 120V TRIAC [ 1600LM |NXGHES 4
LED Ceiling Flushmount Whit 137x4
CM214-251WHPS4D Poystyrene Round 14"~ | 25 | 4000K | 120V | TRAC | TI00LM | oy 10
LED Ceiling Flushmount Whit 16 4.25
CM216-31IWHAC3D foryichoundte” | 31 | 3000K | 120V | TRAC | 2000LM | ey 4
CM216
LED Ceiling Flushmount Whit 16x4.25
CM216-31IWHAC4D AeniicRound 16" 31 | 4000K | 120V | TRIAC | 2200LM | ‘Neps 4
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LED CEILING FLUSHMOUNT SPILL RING www.etlin-daniels.com

LED C E| |_| N G Etlin-Daniels offers a comprehensive range of Ceiling Flushmount Fixtures in our CM series product line. From 11" to 16” in Round
puff style, to 14” and our new 16 in Brushed Nickle Spill Ring, we have the right, stylish, low profile energy saving solution for

I:LU S |—| M O U NT either new construction, or to replace existing inefficient incandescent or CFL fixtures. We are also featuring our new 11" Puff with
S P' |_|_ R | N G built-in Microwave Sensor - no more need to leave your fixtures on when there is no occupancy in the space - CM211M-12IWHPS4N.

ETLIN-DANIELS MASTERS
e i e IMAGES DESCRIPTION VOLTAGE LUMENS BOXQTY
LED Ceiling Flushmount
CM314D-251BNPS3D B2 | Brushed Nickel Round 14" 25 | 3000K | 120v | TRmc | 1600w | W35 |
Driver-On-Board
lf ,\ LED Ceiling Flushmount Brushed 13.7x 342
CM314-251BNPS3D ( )| kel SpilRing 14" Plystyreneens | 29| S000K | 120V TRAC \ TT00LM |~ “iicyes 4
k LED Ceiling Flushmount
CM314D-251BNPS4D CM314 Brushed Nickel Round 14" 25 | 4000K | 120v | TRic | t600M | "NSER |2
Driver-On-Board
ge—— T — LED Ceiling Flushmount Brushed 137x342
CM314-251BNPS4D ( ) | vickel il Ring 4" Pobstyrenc ens | 29| A000K | 120V TRAC ) TTOOLM |~ “iycris 4
4 9
A% LED Ceiling Flushmount Brushed
CM316-261BNPS3D \ Nickel Spill Ring 16" Polystyrene Lens | 26 | 3000K | 120V | TRAC | 1B0OLM | 15x4INCHES | 2
CM316 LED Ceiling Flushmount Brushed
CM316-261BNPS4D ik g Fusmownt Brushed | 26 | 4000K | 120V | TRAC | 1800LM | fSxamchEs | 2
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EMERGENCY LIGHTING

EMERGENCY
LIGHTING

www.etlin-daniels.com

Etlin-Daniels LED Emergency Lighting solutions are available in Red Letter EXIT, Running Man & Running Man Combo
and Emergency Light fixtures. With both battery and non-battery back-up options, remote capability, durable
Thermoplastic housings, and multiple illumination options, Etlin-Daniels has the quality solution for your Emergency

Lighting needs.
ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION VOLTAGE BOX QTY
LED Running Man Exit Sign Combo Thermoplastic Single & Double Sided, . 1.8X1.9X9.9
EC200WH-A13BB-GU-2RC Battery Back Up Combo, 2 x W, Remote Capability 120-341V | ™ Nches 6
LED Running Man Exit Sign Combo Thermoplastic Single & Double Sided, . 1.8X1.9X9.9
EC200WH-A13BB-GU-4RC Battery Back Up Combo, 2 x 2W, Remote Capability 120-341V INCHES 6
NEW < LED Single Remote Head Emergency Light 36V- | 274X587X
ER200DWH-UD2 NEW. - LED Single Remote Head Emergency Light 36V- | 688X565X 40
. PRODUCT! 2 2X1W 13VDC 4.90 INCHES
LED Dual Head Emergency Light Thermoplastic 1.3125X 2.1875
ER200WH-BUR2 2 x IW, Remote Capability 120-2TIV | X495 Nches | 12
S LED Dual Head Emergency Light Thermoplastic 1.3125X 2.1875
ER200WH-BUR4 — 2 X 2W, Remote Capability 120-2TIV | X395 Nches | 12
LED Red Letter Exit Sign Thermoplastic Single & Double Sided, . 11.81X181X
EX100WH-AT3RU No Battory Back Up 120-34IV | e o | 12
( ) LED Red Letter Exit Sign Th lastic Single & Double Sided
i ed Letter Exit Sign Thermoplastic Single & Double Sided, . 11.81X181X
EX120WH-A13RU e Battery Back Up 120-341V | 7a5Nches | 12
LED Running Man Exit Sign Thermoplastic . 1.8X19X9.9
EX200WH-A13-GU e Single & Double Sided, Remote Capability 120-341V | ™ inhes 6
I_M LED Running Man Exit Sign Thermoplastic . 1.8X19X9.9
EX200WH-A13BB-GU Single & Double Sided, Battery Back Up, Remote Capability 120-341V ™ ches 6
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ACGESSORIES

www.etlin-daniels.com

OCCUPANCY SENSORS

ETLIN-DANIELS

MASTERS BOX
PART NUMBER IMAGES DESCRIPTION VOLTAGE any
SENPIR-HB-01 i, PIR High Bay Occuparicy Sensar / 120V-277V:347V / 360° / Fixture Mounted ‘20‘3/, 472\;7"' 20
PIR High Bay Occupancy Sensor / 120V-277V-347V / 360° / Optional Short Bracket for Optimal Field of View 120V - 271V -
SENPIRHB-01.062 i / Fixture Mounted 341V 25
SENPIR-CM-01 i) PIR Ceiling Mount Occupancy Sensor / 120-277V / 360° / 450ft2coverage 120V - 27V 50
-t
ETLIN-DANIELS MASTERS BOX
PART NUMBER IMAGES DESCRIPTION VOLTAGE =
SDT-347-120-25VAE A Step Down Transformer / IP 25W Max / Line Voltage 347V to 120V / Enclosed 347V -120V 3
SDT-341/120-60VAE b Step Down Transformer / [P 60W Max / Line Voltage 347V to 120V / Enclosed 347V-120V 8
— " _
SDT-347/240-220VAE '\/ Step Down Transformer / IP 220W Max / Line Voltage 347V to 240V / Enclosed / IP 66 Rated 347V -240V 15
SDT-341/240-50VA /‘ Step Down Transformer / IP 50W Max / Line Voltage 347V to 240V / Open 347V - 240V 15
SDT-347/277-250VAE > Step Down Transformer / IP 250W Max / Line Voltage 347V/480V to 277V / Enclosed 347"247“,80"' 10
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decorZ L) LD/ CFL/ INGANDESCENT SLIDE DIMMER

www.etlin-daniels.com

Etlin-Daniels introduces their new line of decorE P Designer Switch Plate Dimmers. Designed to smoothly dim

decori=l)

all types of dimmable incandescent, halogen, CFL and LED lamps, these high-quality units are the perfect compliment for
residential, commercial and hospitality applications.

They are available in white only, with 2 options in both single pole and 3-way.

- Load capacity - LED /CFL - 150W, Incandescent / Halogen - 600W/700W. - High quality finish and components for longlife usage.
- 120VAC, 60Hz - White only
FEATURES: - Face plate supplier with dimmer unit - For Multi-Gang operation, consult installation Guide.
" - Gonvenient ON/OFF paddle switch with separate slider for dimming control - Not compatible with 0-10V / 110V LED Drivers
- For operation with LED lamps, where lower dimming levels are required, please
use units with Sensitivity controls.
ETLIN-DANIELS INPUT LOAD POWER PRODUCT INSTALLATION
PART NUMBER MIAGES UESCRIFTION VOLTAGE CRITERIA FREQUENCY DIMENSIONS METHOD
1DIMMER:
L[ Single Pole immer Switch s
= b Ing y :
DS-1SD-G-WH L (@] crCiwith White Wallpate 120VAC SO0WINCAND // 150WCFL/LED 60HZ 273X 6.142 INCHES WALL MOUNT
4 3 DIMMERS:
400W-INCAND // 150W-CFL/LED
1DIMMER:
Single Pole Dimmer, GFCI TOOW-INCAND // 150W-CFL/LED
., e ! - 2 DIMMERS:
DS-1SDD-G-WH a with Sensitivity Knob, White 120VAC GO0WNCAND /7 150W.CFL/LED 60HZ 273X 6.142INCHES WALL MOUNT
N Wallplate 3 DIMMERS:
Intertek 500W-INCAND // 150W-CFL/LED
1DIMMER:
Three.vay Dimmer Switch RS,
ree-w 8 :
DS-1TD-G-WH (@),,|  sFCwith white Waliplate 120VAC SOOMMGAD SO FED 60HZ 273X 6142 INCHES WALL MOUNT
LISTED 400WANCAND // T50W-CFL/LED
1 DIMMER:
Three-way Dimmer, GFCI, 700W.INCAND // 150W.CFL/LED
DS-1TDD-G-WH G| vithSensitity Knob, Whits | 120UAC SOOI s CELLED 60HZ 273X6142INCHES | WALLMOUNT
,,,,,, Wallplate 3 DIMMERS:
intertek 500W-INCAND // 150W-CFL/LED
DSWP-G-WH @ Decorator / GFCI Plastic Wall Plate
C Us
LISTED
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LIMITED QUANTITIES

WAREHOUSE GLEARANGE

ETLIN-DANIELS MASTERS
PART NUMBER IMAGES DESCRIPTION VOLTAGE LUMENS BOX QTY
. . 4775X04 X
RTP14-45340-WH LED Ultra-SLim Edge Lit Panel 1x4 | 45 | 4000K | 347V 010V | 4000LM | 118INCHES 4
LED 6" Architectural Retrofit Kit 120 7194X5.63
RTFA6-23U3D with Driver Led Module /6" Housing | 23 | 3000K | 77y | TRIC | 1415LM | “joyes 1212)
(Available Trim Options)
LED 8" Architectural Retrofit Kit 120 7194X563
RTFA8-30U3D with Driver Led Module / 8" Housing | 30 | 3000K 27N TRIAC 2100LM INCHES 12(2)
(Available Trim Options)
LED 9" Architectural Retrofit Kit 120 7194X563
RTFA9-45U30 with Driver Led Module /9" Housing | 45 | 3000K | 577y TRIAC | 2824IM | “\cHEs 50
(Available Trim Options)
RTFR4-10U3D LED 4" Recessed Retrofit Kit DOB 10 | 3000K ]227[7]\/ TRIAC 980LM 4&%):"523] 3 24
$BS-7535N LED Medium Shoe Box-Stipfitter | 75 | 5000K | 347v | WA | 9658LM | aXSEX
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