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when
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100% brightness
for safety
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Occu-smart® allows for maximum energy savings.  Energy use is as little as 3 watts in standby mode when
a space is unoccupied, then lit to 100% brightness for safety upon occupancy.

occu-smart
Motion Sensor Controlled

Bi-Level Lighting

R

Maximize energy savings with
occu-smart® patented* motion sensor
controlled bi-level lighting technology.

Ultrasonic occupancy sensors emit sound waves beyond the ability of humans to detect.  The sound waves
bounce o� walls and objects in the room.  The sensor measures the time for the waves to go round trip.
A timing disruption of the wave pattern results in a Doppler shift.  The logic of the sensor says the space is
occupied and the lights remain ON or full brightness.  When a speci�ed period of time passes with no Doppler shift,
the lights turn OFF or dim to low.  Because ultrasonic sensors can bounce sound waves with 360 degree coverage
throughout a three dimensional space, they can detect motion around barriers such as staircases, workspace
partitions, shelves and other obstacles in the room.  Ultrasonic sensors also have the ability to detect smaller movements
compared to passive infrared sensors and thus are very well suited to stairwells and corridors.  Small movements such as
a door opening will trigger the sensor.

Ultrasonic Motion Sensor

A passive infrared (PIR) sensor measures infrared light emitted from objects that generate heat, and therefore infrared radiation,
in its �eld of view.  All living things give o� heat and these sensors can detect that heat.  Passive infrared sensors work by
measuring the infrared energy of the surrounding environment.  When a human or animal enters an area covered by passive
infrared sensors, the increase in infrared energy tells the sensor that someone or something is moving through the area.

Infrared Motion Sensor

High frequency sensors emit high frequency electromagnetic waves into the controlled area.  Movement in the area causes a
change in the waves’ echo, resulting in occupancy detection.  These sensors operate at 5.8 GHz and can detect motion through
many materials including glass, sheet rock walls, wood doors and the lens of a �xture, enabling the sensor to be hidden from view.
If you have concerns about whether the use of an HF sensor is right for your speci�c application, please contact the factory.

High Frequency Motion Sensor

Sensor shown in
remote mounting box

*Patent 7271543B1 and 7081715B1Consult factory for bi-level applications requiring daylight sensors

Symbol Key:

Ultrasonic Sensor Infrared Sensor High Frequency Sensor

Available with Emergency Battery Back-up (Battery Packs)
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Please visit www.lamarlighting.com for speci�c product details

Dual Sensor LED
(DS-LED)

Ideal for: Stairwells, parking garages, corridors, utility rooms
Mounting type: Surface or pendant mount
Available in 4’ size

Uses 25W at full output and only 5W in standby mode

Gen2 o�ers all the great features of our original occu-smart
technology and adds the latest in LED technology including
higher e�ciency LED components, US made metal core boards
(MPCB) which provide better heat dissipation, longer life and a
new state of the art driver with �eld adjustable light levels to
maximize energy savings.

Ideal for: Stairwells, corridors, utility rooms, o�ces
Mounting type: Ceiling or wall mount
(ADA compliant)
Available in 2’-8’ sizes

Voyager
(VO/VOL)

Adjustable Power

Voyager Gen2
(VOL-A)

Ideal for: Stairwells, utility rooms, rest rooms, locker rooms
Mounting type: Ceiling or wall mount
Available in 2’-8’ sizes

Vandal resistant option available

Durado
(DR-OS)

Bianca (BA-OS)

Ideal for: O�ces, classrooms, conference rooms, corridors
Mounting type: Cable mount (direct/indirect)
Available in 4’ and 8’ sizes

Ideal for: Corridors and stairwells in o�ce buildings,
hotels and apartment complexes, doorways (direct/indirect)
Mounting type: Suitable for wall mounting only
Available in 2’ and 4’ sizes

Ideal for: Stairwells, corridors, utility rooms
Mounting type: Ceiling, suspended or wall mount
Available in 2’, 4‘ and 8’ sizes

Vega 4’
(VGA-OS)

Ideal for: Library stacks, classrooms, o�ces,
conference rooms
Mounting type: Ceiling or wall mount (ADA compliant) 

What is occu-smart bi-level technology?
On average, high-rise stairwells are occupied less than 2% of the time.  That means that 98% of the time you don’t need
your light �xtures fully illuminated.  Occu-smart was designed with automatic bi-level lighting capabilities so �xtures
dim to a standby light level when an area is unoccupied, providing greater energy savings while still keeping the area lit.

Most units are available in bi-level or full on/o� so no one is ever left in the dark!  All occu-smart luminaires feature fully
integrated sensors and contain our patented 100 hour lamp conditioning circuit to optimize life of �uorescent lamps.
Please consult local building codes for speci�c requirements.
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Dual Level Infrared
Sensor (DLIR)

Cordelia (C2)

Available in 2 lens pro�les

Discrete IR sensor
options 



Integrate occu-smart technology into your facility!
Occu-smart luminaires are saving energy worldwide - Motion sensor technology can be integrated into most of our
luminaires.  Simply choose a �xture style, sensor technology and lamp type from our comprehensive product line or
consult a LaMar professional for information on how to best use occu-smart technology for your application.

Ideal for: Corridors, lobbies, above doorways
(direct/indirect)
Mounting type: Suitable for wall mounting only
Available in 4’ 

Quazar Wall Mount
(QRW-OS)

Orion (ORB/OR)

Ideal for: Corridors, stairwells, over doors
(uplight option available with di�user)
Mounting type: Wall mount
(ADA compliant)
Available in 2’ and 4’ sizes

LICOS

Ideal for: O�ces, lobbies, conference rooms
Mounting type: Recessed direct/indirect (with perforated
metal di�user) and surface mount
Available in 2x2 and 2x4 sizes

9”

4.75”

Ideal for: O�ce hallways, conference rooms, interior hallways
of single and multi-unit family dwellings, hotels, assisted
living and hospitality applications
Mounting type: Wall mount (ADA compliant)
Fabric options: Russell Square, Louver Resin, White Linen 

Ideal for: Stairwells, entry areas, corridors
Mounting type: Surface mount on ceiling or walls
(ADA compliant)

Ideal for: Stairwells, entry areas, corridors
Mounting type: Surface mount on ceiling

Ideal for: Stairwells, entry areas, corridors
Mounting type: Surface mount on ceiling
Features a glass di�user

Belinda Wall Sconce
(BEWS)

Halo
(HA)

Jupiter 2
(JU2)

Ideal for: Parking garages, building exteriors,
overhangs, loading areas and wet locations
(product is dust and moisture resistant)
Mounting type: Surface mount on ceiling or walls
2’-8’ models - consult factory for options

Dust/Vapor-Proof
(DV)

*DVL DLC quali�ed
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US State Dept     Hershey Park, PA   Good Samaritan Hospital, NY Arnold Air Force Base, TN
Rivercross, Roosevelt Isl   Starrett City    Courtyard Marriot, NY  NBC Universal, NY
Marriot Gateway, GA    Madison Square Garden, NY  Hilton Hotels    Disneyworld, FL
Merck & Co., NJ    Boston Museum of Science  Minot Air Force Base   Columbia University
Hofstra University School of Medicine Norfolk Virginia Courthouse  Indiana University, IN   And Many More

Occu-Smart motion sensor technology is installed in thousands of buildings worldwide!
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Visit www.lamarlighting.com to see fabric and lens options and to see additional occu-smart HF �xtures
that are suitable for use with ultra high frequency sensors

Ultra high frequency sensors are available in a variety
of luminaire styles for exterior and interior applications
Optional sensor functions available including daylight hold o�, fade to dim,
adjustable high/low and the option to be daisy chained with other sensors.

Guardian - Round/Oval
(GNR / GNO)

Ideal for: Parking garages, entry areas, building exteriors,
walkways, stairwells (faceplates and lenses available in
multiple options)
Mounting type: Suitable for ceiling or wall mounting
Exterior �nishes: White, black, bronze, titanium
Lens �nishes: Clear ribbed, frosted ribbed, translucent white

Monitor (MTRN)
18” round

Ideal for: Stairwells, corridors, utility areas
Mounting type: Surface mount on ceiling or walls
(ADA compliant)
Available in 2/13, 2/18 and 2/26 CFL sizes or multiple
LED power options

Shade (SH-OS)
18” round

shown with russell square pattern

Ideal for: O�ces, corridors, lobbies, conference rooms
Mounting type: Surface or cable mount
CFL or GU24 lamp options available
Fabric options: Russell Square, Chocolate Linen, Rapids

Exterior Finishes

White Black Bronze Titanium

Lens Finishes

Clear Ribbed Frosted Ribbed Translucent White Chocolate Linen Rapids Russell Square

Circline Saucer
(CS)

Helene
(HL)

Ideal for: Corridors, rest rooms, hotels, lobbies, apartment complexes
Mounting type: Surface mount on ceiling
CFL lamp options or available with multiple LED power options

Ideal for: Corridors, rest rooms, hotels, lobbies, apartment complexes
Mounting type: Surface mount on ceiling
CFL lamp options or available with multiple LED power options

Ideal for: Corridors, rest rooms, hotels, lobbies, apartment complexes
Mounting type: Surface mount on ceiling or walls

(              GNR only)

Circline Dome/Round
(CD/CR) New deep housing

for EM packs
(Not ADA compliant)
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LED Express is the fastest path to LED!
With one of the broadest product lines in the industry, LaMar Lighting can now o�er the fastest and easiest path to UL
approved LED luminaires.  Virtually every model available!

LaMar Lighting o�ers LED tubes from leading manufacturers with a range of specialized features including high lumen
output, reduced light output / low temperature operation, dimming and emergency battery backup using
conventional �uorescent battery packs.

Easy as 1 - 2...

There are 3 types of LED tubes available

Type A:           Ballast driven LED tube
Type B:           LED driver built in (internal line voltage driven)
Type C:           Powered by an external driver

Type A:  UL Type A o�ers the simplest installation process.  There is no requirement for electrical or structural modi�cation
of the existing �xture.  Virtually all of these tubes can be operated on typical instant start T8 ballasts and some are able to
operate on programmed start and dimming ballasts.  Most can be operated by an emergency battery backup suitable for
�uorescent lamps (speci�c models – consult factory).

Type B:  Most of our surface and recessed �xtures are available factory wired for AC line voltage internal driver LED tubes.
Many of these are suitable for low temperature operation and o�er the advantage of low maintenance and easy
replacement.  (Most available in 120-277V).

Type C:  External driver LED tubes o�er similar construction to traditional �uorescent �xtures with an external driver and
modular LED light engines with familiar T8 lamp form factor allowing for wider beam angles.

Made in USA options - We o�er both UL Type B (line voltage powered) and Type C (external driver powered) LED tubes
that are Made in the USA.

Due to the rapid advancement in technology, consult factory for the latest product options.

Visit www.ledXpress for more information
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Choose an LED replacement lamp
that operates using standard
�uorescent ballasts

OR
Choose your LED light engine

Step 2
Internal Driver
External Driver

Choose your luminaire
(Visit ledXpress.net for a complete
list of �xtures available with LED Express)

Step 1



LaMar Lighting Company, Inc. | 485 Smith Street, Farmingdale, New York 11735
Tel (631) 777-7700 | 1(888) 66-LAMAR | fax (631) 777-7705 | www.lamarlighting.com | www.occusmart.com | www.ledXpress.net

With almost 60 years of lighting experience, LaMar Lighting o�ers energy e�cient solutions for
practically any application.  Visit www.lamarlighting.com to see our complete product line.

Occu-smart high bay lighting is the
perfect solution for big box retail,
warehouses, factories, distribution
centers and other large high ceiling spaces.  

Our latest addition to our LED product line is
our narrow architectural linear series in
recessed, surface, wall and pendant mount.

Designed to be a cost
e�ective alternative to
extruded aluminum, and
at just over 2” wide, this
line of precisely designed
and manufactured luminaires
is a perfect �t into modern
architectural design.

Architectural
Commercial

Industrial
Decorative

Outdoor
Vandal Resistant

Warehouse Lighting

Linear/Cove Lighting
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LaMar Lighting Company, Inc.
485 Smith Street, Farmingdale, New York 11735

Phone: (631) 777-7700 | 1(888) 66-LAMAR (1-888-665-2627) | Fax: (631) 777-7705
www.lamarlighting.com | www.occusmart.com | www.ledxpress.net

Specializing in custom design and manufacturing

About LaMar Lighting
Since 1957, LaMar Lighting has been an acknowledged leader and innovator in
�uorescent lighting, with a wide assortment of LED and �uorescent �xtures for
residential, commercial and industrial use.  Specializing in custom design, as
well as o�ering a full line of standard �xtures, LaMar combines contemporary
styling with cost e�cient solutions for your every application.

Occu-smart® is a registered trademark of LaMar Lighting Co., Inc. and protected
by US patents 7271543B1 and 7081715B1.  All units are UL listed and IBEW union
made.  Bi-level lighting units meet requirements of the life safety code and are
approved by the NY City Department of Buildings.  Whatever your lighting needs,
LaMar Lighting’s experienced lighting professionals are always ready to o�er a
full range of advanced, energy saving solutions.

Most products proudly made in our Farmingdale, NY factory!
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